
 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

             

 

 

 

 

 
 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

    

Transrat e and  st ream  broadcast -qualit y v ideo  

Traditional Broadcast, IP and mobile network technologies are converging to provide seamless, multi-screen services to 
meet ever increasing anytime, anywhere end-user demand.  Encoding systems are at the heart of high quality video 
services to TV, PC and Mobile screens. Ecrin encoding platforms deliver superlative end-to-end on-the-fly and off�±line 
image compression quality to meet the needs of Production Studios, IPTV, Internet TV and Mobile TV Screen Network 
�2�S�H�U�D�W�R�U�¶s. 
 

Improve Workflow  

�/�L�Y�H�6�W�U�H�D�P���L�V���W�K�H���S�U�R�I�H�V�V�L�R�Q�D�O�V�¶���F�K�R�L�F�H���I�R�U���K�L�J�K���T�X�D�O�L�W�\���&�R�Q�W�H�Q�W���&�R�Q�W�U�L�E�X�W�L�R�Q�����3�R�L�Q�W-to-Point) and IPTV Distribution, typically 
Live Event from satellite or DTT to hospitality applications, Studio to Internet Service Provider, ISP to End User or delivery to 
a Content Distribution Network (CDN).  Designed for SD/HD live streaming the LiveStream Hardware Transrater decodes  
an H.264 stream (MPEG2-TS) and encodes at a lower bit rate to take advantage of lower bandwidth while retaining image 
quality.  Example Recorded film to Ethernet.   

 

Flexibility  

Transrate broadcast-quality video at data rates from 1 to 20Mb/s from IP or internal Hard Drive to IP or internal Hard Drive. 
The H.264 to H.264 transrating functionality reduces the original H.264 bandwidth while preserving broadcast quality video. 
Three Gigabit Ethernet RTP-UDP/IP ports stream up to 20 IP Addresses in either Unicast or Multicast enabling flexibility for 
�W�K�H���%�U�R�D�G�F�D�V�W�H�U�����7�H�O�F�R�¶�V���D�Q�G���&�R�Q�W�U�L�E�X�W�L�R�Q���2�S�H�U�D�W�R�U�V���D�O�L�N�H�� 

 

Intuitive Syste m Interface/Appliance Management  
Complete system management is easily undertaken through either the local HMI front panel or remotely from any web 
enabled PC.  Start/Stop or manage up to 100 Profiles remotely through the web interface or monitor and hardware status 
such as chassis cooling temperatures, fan speeds and alarms.  SNMP v3.0 (Simple Networking Management Protocol) and 
low power consumption technology ensures a high level of security and reliability. 

 

Compact Footprint  

�7�K�H�����8�������¶�¶���U�D�F�N���P�R�X�Q�W�L�Q�J���X�Qit provides one Transrating channels in a compact footprint with up to 1TB of internal Hard 
Disk storage capacity.  The LiveStream 99.99% operational reliability design concept ensures highly dependable 
performance. 

HD/SD H264/AVC Transrater  
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