
 
 

 +44 (0) 23 9226 8080 
 www.nemat ron .ne t  

 
 

 

 � PC-Series                 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Hard Drive 
Std 0 80 GB (minimum) SATA hard drive 

 8SS 8 GB Solid State SATA hard drive** 
 16SS 16 GB Solid State SATA hard drive * 

 
Operating System 

Std XP Windows XP Professional 
 2K Windows 2000 Professional  
 NOS No OS installed 

 
Power Supply 

Std 0 120-240 VAC 
 DC 24 Volt DC * 

 
Front Panel 

Std 0 Powder Coated Aluminum 
 NL Powder Coated Aluminum w/o Logo 
 SS Machined 304 Stainless Steel 

 
 

* Consult Nematron for availability and/or additional    
options 

 

���� PC  with touchscreen, Celeron M 440, 512 MB DRAM, 80 
GB  SATA Hard Drive, and Windows XP Professional 

Std 
���� PC includes a touchscreen, Celeron M 
440, 512 MB DRAM, 80 GB  SATA Hard 
Drive, and Windows XP Professional. 

  ����
Display Size����

 1500 15.0” XGA LCD 
  1700 17.0” SXGA LCD 

 1900 19.0” SXGA LCD 
 

Input 
 T Touchscreen 
 0 None 
   

Processor 
Std CM440 Celeron M 440 

 T2500 Core Duo T2500 
 

DRAM 
Std 512 512 MB DRAM    

 1GB 1 GB DRAM 
 2GB 2 GB DRAM 
   

 
   
   
   
   

Standard Features: 
 
·  3 Sizes to choose from: 
- 15.0" XGA (1024x768)                 
- 17.0" SXGA (1280x1024)             
- 19.0" SXGA (1280x1024)            
·  DRAM up to 2 GB 
·  256MB DDR memory, 40GB 2.5" HDD,  
·  Extensive Connectivity 
- Dual Gigabit (10/100/1000) Ethernet ports 
- One RS-422/485 serial port (jumper selectable) 
- Two RS-232 serial ports 
- PS/2 port (mouse & keyboard splitter supplied) 
- Additional Video port (supports dual video) 
- Rear Accessible Type I/II CompactFlash socket 
·  80 GB Easily Removable SATA hard drive 
·  Integrated 120/240 AC Power Supply 
·  Powder Coated Aluminum Front Panel    
·  UL, cUL, RoHS & CE (Pending)      
·  Class I & II Division 2 Approved (Pending) 
      

Configurable Options: 
 
·  5-wire Analog Resistive Touchscreen 
·  2 High Performance/Low Power Processor 
Options to choose from: 
- Intel Celeron M 440 (1.86 GHz, 1 M cache, 
533 MHz bus) 
- Intel Core Duo T2500 (2. GHz, 2 M cache, 
667 MHz bus) 
·  Solid State drives 
·  Optional 24 VDC Power Supply 
·  Optional Stainless Steel Front Panel 
·  Floppy Disk Drive 
·  NEMA 4/4x/12  
 
Supports Operating Systems: 
 
·  Windows XP Professional pre-installed 
·  Windows 2000 (optional) 
 

Base unit configuration:  ePCx00T-CM440-512-XP, where x = 5, 7, or 9 (for display size), includes a 
touchscreen, Celeron M 440, 512 MB DRAM, 80 GB  SATA Hard Drive, and Windows XP Professional. 
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